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Copyright  

 

All rights reserved. No part of this publication may be reproduced, stored in any retrieval system, or transmitted, 

in any form or by any means, electronic, mechanical, photocopied, recorded or otherwise, without the prior 

permission, in writing, from the publisher. For permission in the UK please contact Blue Chip Technology. 

 
Information offered in this manual is believed to be correct at the time of printing. Blue Chip Technology 

accepts no responsibility for any inaccuracies. The information contained herein is subject to change without 

notice. There are no express or implied licences granted herein to any intellectual property rights of Blue Chip 

Technology Ltd. 
 

 

Limitations of Liability  

 

In no event shall Blue Chip Technology be held liable for any loss, expenses or damages of any kind 

whatsoever, whether direct, indirect, incidental or consequential, arising from the design or use of this product 

or the support materials supplied with this product. If this product proves to be defective, Blue Chip Technology 

is only obliged to replace or refund the purchase price at Blue Chip Technology's discretion according to their 

Terms and Conditions of Sale.  
 

 

Trademarks 

 

All trademarks and registered names acknowledged. 
IBM, PC, AT and PS/2 are trademarks of International Business Machines Corporation (IBM). 
Phoenix BIOS is a trademark of Phoenix Technologies Inc 

Intel is a registered trademark of the Intel Corporation. 

All 80x86 and Pentium processors are registered trademarks of Intel Corporation 

MSDOS and WINDOWS are registered trademarks of the Microsoft Corporation. 

 is a registered trademark of SCALA, Inc. 
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Regulatory Statements 

 
CE 

This product meets the essential protection requirements of the European EMC Directive (2004/108/EC) and the 

Low Voltage Directive (2006/95/EC), and is eligible to bear the CE mark. 

Warning  

This is a Class A product. In a domestic environment this product may cause radio 

interference in which case the user may be required to take adequate measures. 

 
FCC 

NOTE: 

This equipment has been designed to meet the requirements of a Class A digital device, pursuant to Part 15 of 

the FCC Rules. These limits are designed to provide reasonable protection against harmful interference when 

the equipment is operated in a commercial environment. This equipment generates, uses, and can radiate radio 

frequency energy and if not installed and used in accordance with the instruction manual, may cause harmful 

interference to radio communications. Operation of this equipment in a residential area is likely to cause harmful 

interference in which case the user will be required to correct the interference at their own expense. 

 

WARNING: 

 

Changes or modifications not expressly approved by the manufacturer could void the user's authority to operate 

the equipment. 

 

Safety Warning for North America 

If the power lead (cord) is not supplied with the computer, select a power lead according to your local electrical 

regulations. In the USA use a 'UL listed' lead. In Canada use a CSA approved or 'cUL listed' lead. 

 

Si le cordon secteur n'est pas livré avec l'ordinateur, utiliser un cordon secteur en accord avec votre code 

electrique nationale. En l'Etat Unis utiliser un cordon secteur 'UL listed'. En Canada utiliser un cordon secteur 

certifié CSA, ou 'cUL listed'. 
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Manual Organisation 

 
This manual describes in detail the Scala Player PC Product range. 

 

We have tried to include as much information as possible but we have not duplicated information that is 

provided in the standard IBM Technical References, unless it proved to be necessary to aid in the understanding 

of the product. 

 

The manual is sectioned as follows: 

Introduction; 

Overview, listing the unit's features and specification; 

Installation, including what software to install 

Layout, showing where the various connectors are located, and their pin-out details; 

How to upgrade the system; 

Bios Setup 

Maintenance 

 

We strongly recommend that you study this manual carefully before attempting to interface with the Scala 4U or 

change the standard configurations. Whilst all the necessary information is available in this manual we would 

recommend that unless you are confident, you contact your supplier for guidance. 

 

IT IS PARTICULARLY IMPORTANT THAT YOU READ THE SECTION 'PRECAUTIONS' BEFORE 

HANDLI NG ANY COMPONENTS INSIDE THE UNIT.  
 

If you have any suggestions or find any errors concerning this manual and want to inform us of these, please 

contact our Technical Services department with the relevant details. 
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Introduction  

 
The Scala Player 2U and 4U Chassis are ruggedised PC compatible microcomputers designed for reliable 

operation in adverse environments.  Although specifically configured to support the Scala Player software, the 

units can take a variety of PC-compatible PCI and PCI-Express cards. They are available as a 19" rack 

mountable unit, or as a desktop unit. The chassis comes in standard 4U and 2U heights  

 

System controls are easily accessible on the front of the unit and can optionally be protected behind a lockable 

steel door.  

 

The machine is cooled internally by air, which enters through the front panel and exits at the rear. Optionally a 

removable filter can be fitted to reduce the amount of dust ingress. Access to boards is by a removable top 

cover. Connections to the boards are made at the rear of the chassis, with two USB ports also accessible at the 

front.  

 

Features 

 Robust painted zintec chassis using recognised electromagnetic compatible (EMC) emission and 

immunity design techniques. 

 ATX, PICMG & ISA compliant. 

 Various switch mode power supply options  

 (Optionally filtered) air through two 92 x 25 mm, 12V DC fans (4U chassis) or single 80 x 25 mm 12V 

DC fan (2U Chassis) mounted behind the front panel. 

 Quick access to the optional air filter. The filter is a coated polyester material of 30 PPI porosity having 

a flammability rating to UL94 Class V0. 

 Optional Front door with lockable security for system controls. 

 Optional shock and vibration protection for hard drives 

 Optional card retention mechanism. 

 Optional telescopic slide rail fittings. 

 Each system is supplied configured to order. The System Release Documentation details each 

particular system's configuration 

 

 

 

Chassis 

The basic chassis is common to both types of assembly (rack mounting and desktop), and comprises several 

sub-assemblies: 

 

 Chassis body including the cooling fan assembly 

 Optional Chassis front panel 

 Chassis cover 

 Internal drive cage assembly 

 Power supply unit and associated battery pack 

 

The common metalwork is of painted zintec construction with riveted fitments.  Removable items are fixed by 

screws. 

 

Fitted internally are cooling fans, the chosen passive/active back plane and drives. 

 

The front panel can be supplied with an optional lockable door, which has a perforated front to allow air through 

to the filter.   
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Specification 

  

CPU: Intel Core 2 Quad, Core 2 Duo 
  

Chipset: Northbridge: Intel G45M 

 Southbridge: ICH10R 

  

Graphics Controller: Integrated in the Intel G45M  

 Dual Output: RGB, DisplayPort, HDMI 

 Maximum resolution of 1920x1080p for HDMI display 

 Picture rotation 0, 90, 180, 270 degrees 

  

BIOS: 8Mb Flash EEPROM with LAN Boot, PnP, ACPI, WfM, DMI 

  

Memory: Dual Channel memory Architecture 

 4 x 240-pin DIMM sockets supporting up to 16GB of unbuffered 

ECC/non-ECC 800/667 MHz DDR2 memory modules 

  

LAN Realtek RTL8111B, supporting 10/100/1Gb rates 

  

Audio: Realtek ALC888GR 7.1-channel CODEC supporting Jack sensing 

technology, and High Definition Audio  

  

Expansion: One 32-bit PCI v2.2 slot riser card for short PCI expansion card. 

Maximum card length to rear face of card 175mm 

 One PCI-Express x 16 slot riser card. Maximum card length 175mm 

  

Primary Storage: One 3İò SATA II hard disk drive 

  

Secondary Storage: SATA DVD-R/W drive, plus mounting for additional two SATA hard 

disk drive 

  

External I/O: PS/2 Keyboard Connector 

 PS/2 Mouse Connector 

 Standard VGA connector 

 Displayport connector 

 HDMI connector 

 9-way Serial connector (16550 compatible) 

 RJ-45 10/100/1Gb Base-T Ethernet LAN connector 

 6 x Audio Ports 

 4 x USB 2.0 connectors 

  

Indicators: Power On LED, Hard Drive Activity LED 

  

Control:  Power Standby push button switch 

  

System Management: CPU & System temperature monitoring 

 Voltage monitoring of CPU Core, DRAM, NB, +3.3V, 12.0V 

  

Power Requirements: Auto Ranging 115-230V / 4 -2A /60 -50Hz, with IEC320 power inlet 

  

Power Consumption Typical 120W / Peak 180W 

 -Assumes, single Hard Drive Plus DVD and Low Power 9800GT 

Graphics option 
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Chassis 19ò Rack mountable painted zintec chassis 

 High Capacity fans 

 Air Filter approved to UL94 V-0 

 Optional Locking door 

 Optional Card restraining system 

 Optional Shock mounting for Drives 

 Optional Front Panel Handles 

 Optional fully extending heavy duty slide rails 

  

Temperature Non-operating -20 °C to +70 °C 

 Operating 0 °C to +45 °C 

  

 Note 1: Unit should not be started at temperatures below 5°C as items 

 With mechanical parts such as HDD may not operate correctly 

  

 Note 2: Maximum temperature changes are restricted to ± 20°C per hour. 

 Rates above this may result in data loss and damage to electronic 

components 

  

 Note 3: Operating Temperature is based on basic configuration of 

 CPU, HDD, DVD, no expansion 

 It may be necessary to de-rate the upper operating temperature limit 

 for specific expansion card options in order to compensate for aspects  

 such as; impact on airflow, significant added power loading, specific 

 operating limitations of particular cards added 

  

  

  

Humidity 0-90% RH non-condensing 

  

Refer to Specific Datasheets for detailed information on configuration options 
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General Precautions 
 

 

 

The Electronic components within the Scala Player PC are susceptible to damage by electrostatic discharges. In 

order to avoid damage, you should work at an anti-static bench and observe normal anti-static precautions. Wear 

an anti-static wrist strap connected to an earth point before opening any packaging. 

 
Where a wrist strap is not available, discharge any static charge you may have built-up by touching an earth 

point. Avoid any further movement that could build up another static charge. Touch an earth point from time to 

time to avoid further build-up, and remove the items from their anti-static bags only when required 

 

On-Board Battery 

The processor board is fitted with a Lithium battery. Great care should be taken with this type of battery. If the 

battery is mistreated in any way there is a very real possibility of fire, explosion, and personal harm. Under NO 

circumstances should it be short-circuited, exposed to temperatures in excess of 100°C or burnt, immersed in 

water, recharged or disassembled. 

 
Expired batteries remain hazardous and must be disposed of in a safe manner, according to local regulations. 

 
Le panneau de processeur est ®quip® dôune batterie de lithium. Le grand soin devrait °tre pris avec ce type de 

batterie. Si la batterie est mistreated il y a de dans de toute fa­on un possibility tr¯s vrai du feu, dôexpolosion et 

de mal personnel. Dans au cunes circonstances il est sous peu circuité, exposé aux températures au dessus de 

100 degrés de centrigrade ou brûl®, immerg® dans lôeau, recharg®e ou dissassambled. 

 

Les batteries expir®es restent dazaedous et doivent °tre reejet®es dôune fa­on s¾re, selon des r¯glements locaux. 

 

BIOS & CMOS Memory  

Please be aware that with personal computer products, it is possible to create configurations within the CMOS 

memory that make booting impossible. If this should happen, clear the CMOS settings; (refer to the User Guide 

for the particular SBC or Motherboard fitted to your system). 
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Electromagnetic Compatibility 

This product has been assessed operating in representative, standard configurations. As with any PC product, 

however, final installation & configuration can vary significantly, and so the following guidelines are offered to 

help ensure that compatibility is maintained.  

 

 All components added to a system should either carry appropriate equivalent levels of compliance, or 

be tested for compliance as part of the final system, and should be installed in accordance with supplier 

recommendations. 

 The external enclosure should be securely fastened (with standard lids and covers in place) to ensure 

good metal-to-metal contact around the internal electronics 

 Any metal back plate must be securely screwed to the chassis of the computer to ensure good metal-to-

metal (i.e. earth) contact. 

 Metal, screened, connector bodies should be securely connected to the enclosure. 

 The external cabling to boards causes most EMC problems. It is recommended that any external 

cabling to the board be totally screened, and that the screen of the cable connects to the metal end 

bracket of the board or the enclosure and hence to earth. Round, screened cables with a braided wire 

screen are used in preference to those with a foil screen and drain wire. Wherever possible, use metal 

connector shells that connect around the full circumference of the cable screen: they are far superior to 

those that earth the screen by a simple ñpig-tailò. 

 The keyboard and mouse will play an important part in the compatibility of the processor card since 

they are ports into the board. Similarly, they will affect the compatibility of the complete system. Fully 

compatible peripherals must be used otherwise the complete system could be degraded. They may 

radiate or behave as if keys/buttons are pressed when subject to interference. Under these 

circumstances it may be beneficial to add a ferrite clamp on the leads as close as possible to the 

connector. A suitable type is the Chomerics type H8FE-1004-AS. 

 USB cables should be high quality screened types. 

 Ensure that the screens of any external cables are bonded to a good RF earth at the remote end of the 

cable. 

 An earth stud is available on the back of the unit to improve grounding in extreme environments 

 

Failure to observe these recommendations may invalidate the EMC compliance. 
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Quick Start 
 

The following sections explain how to install the SCALA PLAYER PC  

  

First ensure that you are familiar with the associated Scala Player Setup Guide which is supplied with the unit. It 

contains important information regarding the configuration and operation of the unit. 

 

The Scala Player is supplied with an image containing the Scala Player software as well as a number of Pre Set 

User Accounts.  

 

The necessary hardware required to support the software is all included so there should be no need to add any 

additional hardware, however, instructions are provided later in the document for fitting or replacing any 

hardware. 

 

If mounting the unit in a Rack using the slide rails supplied by Blue Chip, refer to the appropriate section for 

further instructions. 

 

When positioning the unit in its surroundings, care should be taken not to restrict the natural airflow of the unit. 

Cool air enters through the front vents and warm air is vented in the rear. When attaching cables to the rear of 

the chassis do not press or fold them too tightly. Doing so can cause fractures inside the cables resulting in poor 

signal quality. 
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Chassis Layout 

The rack mount chassis is made of painted zintec and is shown in Figure 1a and 1b below. It comprises the same 

chassis as the bench mount version, but has mounting ears. The chassis is completed by a painted zintec lid. 

  

The optional front door is a 4U/2U high, full 19ò racking width panel. The mounting ears secure the unit to the 

rack ladder by four fixing screws. To permit withdrawal from the racking, handles are fitted to the ears. 

 

The rack mount unit has tapped holes along each side to facilitate the mounting of slide rails. Take care not to 

insert longer screws than those provided in the side (M4 x 4mm maximum). Overly long screws may cause 

internal damage. 

 

 

 
 

Figure 1a: 2U with door                  Figure 1b: 4U with Door 

4U Dimensions 

 

 
Figure 2a: dimensions in mm 

 



Scala Player PC       Installation  

Page | 14  

 

 

2U Dimensions   
 

  

 
Figure 2b: dimensions in mm 

 

 

Depth without Front door and mounting ears is 436mm 
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Chassis Cover Removal 

4U Cover 

 

Figure 3: 

Removal of the cover to access the internal electronics, is achieved by removal of the 7 screws as shown in 

figure 3 above   

2U Cover 

 

Figure 4: 2U cover removal 

Removal of the cover to access the internal electronics, is achieved by removal of the 6 screws as shown in 

figure 4 above   
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Adding Expansion Cards 

4U Chassis 

 

Figure 5a: 4U expansion I/O plate 

To install an expansion card, first remove the I/O plate associated with the expansion slot to be used. Remove 

the internal card clamp if fitted, and then carefully align the connector of the expansion card with the 

appropriate slot on the motherboard.  Slowly insert the expansion card, taking care not to damage the connector 

in the process. 

 

Figure 5b: align expansion card 

 

 














































